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Ingredients

Synthetic poli vinyl chloride paste with specification or formulation for high flexibility.
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Physical Properties Features Quality Standards
Before Acosiarated = Synthetic polivinyl construction = Meets or exceeds the following
Aging: Aging: = Alternative to latex standards: ASTM D5250-92 (USA),
7 days = Superior Strength and durability EN 455 [EEC), AS 40
@7c = More resistant to certain chemicals b e et (9

= Quality sampled in accordance
with MILSTD 105E

11 11 17
10 * Textured finish for superior grip = |SO 9002 Certified Manufacturing
Comfortable fit reduces hand
fatigue
SRR ST Fowder-Free Type: Non-Sterile Examination Glove
Latex-Free
@ UniSeal” tensiie strength (uPa) = Bar-coded boxes and cartons Shape: Ambidextrus
. ASTM Minimum requirement Dated Lot Codes for quality
assurance and traceability

Safety Sealed Packacing:
100 Gloves/Box, 10 Boxes/Case

than latex

Before Accelerated = 1Case=0.965 Cubic Feet
Aging: Aging:
7 days
@70c
400% 400%

Manufacturing Standards
400% 400%

* Brand new state-of-the-arl manufacturing plact will
Defect Inspection  AOL
Pinholes: #oa 1000 r. ssssragar sosty Lavel 11 1.5

Visual Defects (major) 54 15
, Visual Defects (minor) $4 25
@ UniSeal” uitimate elongation Dimensions 2 40

. ASTM Minimum requirement
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